
ECONOMICAL
DIRECT MOUNT
3-PIECE BALL VALVES

SERIES 78

DESIGN ADVANTAGES
 ISO 5211 DIRECT MOUNT PAD

    Allows direct mounting of pneumatic and electric
    actuators, no brackets and couplings needed,
    easy and low cost for automated service.

SIMPLE AND LOW COST AUTOMATION
Constructed with a fully machined ISO 5211 mounting

    pad for direct installation of actuator, no brackets and
    couplings needed, saves time and labor.

LIVE LOADED HIGH CYCLE STEM SEAL
    Insures tight seal and extends service life.

DOUBLE O-RING STEM BEARING
Maintains stem alignment, and reduces packing

    side loading and wear, enhances stem seal.

BLOW OUT PROOF STEM

3-PIECE SWING OUT DESIGN

SPECIFICATIONS
     Construction : 3-Piece Body, Full Bore 
     Size : 1/2" to 4" (DN15 to DN100)
     Body : CF8M, WCB / 1.4408, 1.0619
     Ball & Stem : 316 S.S.
     Seats : PTFE
     Rating : 1/2" ~ 2"  1000 PSI / PN 64 
                            2 1/2" ~ 4"  800 PSI / PN 50
     Temperature :  -40 F ~ 385 F (PTFE)

DOUBLE O-RING STEM BEARING SYSTEM
     Maintains stem alignment, and reduces packing
     side loading and wear, provides extra longer
     service life.

OPTIONS
     SANITARY BALL VALVES
     Seat : Cavity Fillers
     End Connections : Tri-Clamp Ends, Tube OD BW
     Body and End Material : 316L
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VALVE FIG. NO. AND END CONNECTIONS
FIG. 78-10  THREADED END

     FIG. 78-20  SOCKET WELD
     FIG. 78-30  BUTT WELD
     FIG. 78-40  EXTENDED BUTT WELD
     FIG. 78-50  FLANGED END ( PN 25/40 F1 )
     FIG. 78-60  TRI-CLAMP END
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Distributor:

MARS78-2000.03-2.0

HOW TO ORDER

DIMENSIONS(mm)
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PART NAME MATERIAL Q'TY
Body

End Cap

Ball

Seat

Belleville Washer

Stem Seal

Snap Ring

O- Ring

Gland Ring
Stem Packing

Stem

 Gasket

Bolt
Bolt Nut

Bolt Washer

ASTM A351 GR. CF8M
ASTM A351 GR. CF8M
ASTM A351 GR. CF8M

ASTM A276 TYPE 316

VITON
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*  For 1/2"-1pcs; 3/4"-2pcs; 1"~4"-3pcs.
&  For 1/2"~3"-4pcs;  4"-6pcs.
#  For 1/2"~2"-4pcs; 21/2"~3"-8pcs; 4"-12pcs.

PTFE
PTFE

PTFE

ASTM A276 TYPE 304

ASTM A276 TYPE 304
ASTM A276 TYPE 304

ASTM A276 TYPE 304
ASTM A276 TYPE 301

ASTM A276 TYPE 304

TOP VIEW
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78-60
Tri-Clamp  End
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L1 LE LF LTL2T T1  N  LB B1 F G QEd C C1 C2 ISO5211
F03/F04
F03/F04

9.5
15.9

0.520.120.820.51
0.520.125.530.02

26.0 18.2
33.0 23.2

11.0
13.5

65 95 1445
75 105 1458

16 2
18 2

65.5 64.5
225 150 101
225 130 89
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